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Tinned Copper Braided Wire

Product Description

@ Tinned copper braided wire

b

Thickness J

Cable Specification

Construction 16/3/0.12mm

16/4/0.12mm

— «— Width
: :
1 1

16/11/0.12mm 24/3/0.12mm

: : 06+02X 06+02X 08+02X 06+0.1X
Dimension 20+03mm  30+04mm  41+04mm  2.3%0.15 mm
Maximum

conductor 37.00/km 29.9.0/km 10.90/km 25.10/km
resistance

UL 10002

Product Description

@ Flat tinned copper braided wire
® SR-PVC insulation

@ Rated temperature : 105°C

@ Rated voltage : 300V

@ Passes UL : VW-1

Cable Specification

Construction
Braid Dimension W1
Conductor

Thickness

Dimension W2

Jacket
Material

Colour
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16/4/0.12mm
2.2+/-0.30 mm
Tinned Copper Wire
0.75 mm
3.7+/-0.2mm
SR-PVC
Black
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/ Braided Wire

24/5/0.12mm 24/13/0.12mm

06+t0.2X 1.3t0.15 X
5.0+0.6 mm 5.81+0.3 mm
16.0.0/km 5.90/km

Tinned Copper Braided Wire with Jacket

Jacket

Braided Wire

16/8/0.12mm
3.8+/-0.30 mm
Tinned Copper Wire
0.85 mm
5.5+/-0.2mm
SR-PVC
Black
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